
Designed for exposed  
mounting applications

Water-Resistant 
Circuit Breaker 
Switch Panels

• Water-resistant IP66 when mounted and gasket   
in place 

• Available in gray or camouflage finish

• Illuminated 15A circuit breakers provide switching, 
ON indication and overcurrent protection

• Industry-standard sizes and mounting allow  
these panels to be easily retrofitted in an  
existing application

• Polycarbonate/ABS panel surface is UV-stabilized, 
flame retardant and will not corrode

• Silicone breaker boots and EPDM gasket protect 
against water ingress

• Low profile makes it easy to install in tight spaces

• Quick connect circuit breaker connectors make it 
quick to wire

• Two-wire connection for powering all panels is 
simple and requires #10 ring terminals. Terminals 
screw  to busbars for secure connections

• Set of 15 square format circuit labels is included, 
and are easy to replace. Additional standard or 
custom labels are available through   
Blue Sea Systems
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Included in package:
• Panel
• 15 common square labels
• Stainless steel #6 5/8" mounting screws
• Instructions

Part # Description Color Width 
in (mm)

[A] Height 
in (mm)

[B] Depth 
in (mm)

Width Mounting 
Centers in (mm)

[C] Height Mounting 
Centers in (mm)

4320 4 positions Gray 4.70 (119.38) 5.03 (127.76) 1.75 (44.45) 4.13 (104.90) 4.45 (113.03)

4321 4 positions, 12V Socket, Dual USB Charger Gray 4.70 (119.38) 6.68 (169.67) 2.71 (68.83) 4.13 (104.90) 6.10 (154.94)

4322 6 positions Gray 4.70 (119.38) 6.68 (169.67) 1.75 (44.45) 4.13 (104.90) 6.10 (154.94)

4323 4 positions Camo 4.70 (119.38) 5.03 (127.76) 1.75 (44.45) 4.13 (104.90) 4.45 (113.03)

4324 4 positions, 12V Socket, Dual USB Charger Camo 4.70 (119.38) 6.68 (169.67) 2.71 (68.83) 4.13 (104.90) 6.10 (154.94)

4325 6 positions Camo 4.70 (119.38) 6.68 (169.67) 1.75 (44.45) 4.13 (104.90) 6.10 (154.94)

Nominal Voltage 12V DC 

Amperage Max. Operating 45A

Terminal Type 1/4" Male quick connect

Hardware Stainless Steel #6 x 5/8" mounting screws

Ring Terminal Size M5 (#10)

Regulatory
Panel front is IP66 when mounted with IP66 when mounted with 
gasket in placegasket in place - protected against protected against 
powerful water jetspowerful water jets
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RUNNING LIGHTS

3.05" 
(77.47mm)

Clearance hole 
for #6 (3.5mm) 
screw TYP 6X

4.13" 
(104.9mm)

[C]

4.70" 
(119.38mm) [B]

[A]

4320 & 4323 4321 & 4324 4322 & 4325

Legend
Positive  Negative  Fuse

* Suitable circuit protection required at source of power. See circuitwizard.bluesea.com. 


